
Subframe Supports Systems

600mm Centers Max. Extra Wear layer at this point
(Shown Red)

Bullnosed Edging 50x33mm Millboard decking

Fascia 146x16mm

                                      Minimum Height of Pedestal is 35mm

MIXING SUPPORT SYSTEMS

600mm Centers Max. Extra Wear layer at this point
(Shown Red)

patio door

Extra Wear Layer Added ( Approved by roof
Membrane manufacturer)

600mm Max Centers

Bullnose Edging 50x33mm Millboard decking flush floor level

Floor Joist
Fascia 146x16mm

Adjustable Pedestal With Self leveling Head.
Minimum Height 40mmm

Max Height 600mm (Please consult Millboard) 
adjustable

Waterproof Roof Membrane

10 - 40mm Adjustable joist cradle

IMPORTANT NOTE
Plas-Pro 50x50mm Battons can be tapered

CUT LINE

IMPORTANT NOTE
Plas-Pro 50x50mm Battons can be tapered
to fit the roof line but consideration of 
screw length is of utmost importance.
Screw sixe are 4.5x50mm and they will recess
into the board by 5mm. This part of the structure
could be built and the screws cut off the bottom
where they have come through. (See Detail 1.0 )

Detail 1.0

WARNING
MAKE SURE SCREWS THAT PROTRUDE THROUGH

THE PLAS-PRO ARE CUT OFF BEFORE LAYING THE BATONS ONTO
THE ROOF MEMBRANE


